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3 GENERAL REPORTS 

3.9 IMPLEMENTATION OF EDGE LINE AND BICYCLE LANE MARKINGS 

RECORD NUMBER: 2018/1157 
AUTHOR: Wayne Gailey, Works Manager      
  

 

EXECUTIVE SUMMARY 

At its meeting of 8 December 2015 the City of Orange Traffic Committee has previously 
considered a report on line marking of edge lines and bicycle lanes (attached) and 
recommended to Council that: 

3.3 ON-ROAD MARKINGS TO INCREASE BICYCLE RIDER SAFETY 
TRIM REFERENCE: 2015/3199 

RECOMMENDATION Cr R Turner/Mr D Vant 

That Council progressively implements on-road markings for bicycle shoulder lanes as 
detailed in this report. 
 

In the interim period there have been changes to Council’s practices, the Australian Road 
Rules and guiding documents for the installation of bicycle facilities. 

This report seeks the approval of the Traffic Committee for the installation of edge line 
marking and bicycle shoulder markings at various locations consistent with the style 
implemented at recent works. 

LINK TO DELIVERY/OPERATIONAL PLAN 

The recommendation in this report relates to the Delivery/Operational Plan strategy “13.1 
Our Environment – Identify changing community aspirations and undertake community 
engagement to inform planning and advocacy of plans and policies for traffic, transport and 
communications infrastructure”. 

FINANCIAL IMPLICATIONS 

Implementation of the works described in the report is funded through the Transport for 
NSW Cycling Towns Grant to Council in the current financial year. 

POLICY AND GOVERNANCE IMPLICATIONS 

Nil 
 

RECOMMENDATION 

1. That Council installs edge line marking on streets set out in Table 1 of this report. 

2. That Council marks appropriate symbols to indicate a bicycle shoulder on streets 
indicated on Table 1 of this report in conjunction with edge line marking. 
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FURTHER CONSIDERATIONS 

Consideration has been given to the recommendation’s impact on Council’s service delivery; 
image and reputation; political; environmental; health and safety; employees; stakeholders 
and project management; and no further implications or risks have been identified. 

SUPPORTING INFORMATION 

SUPPORTING INFORMATION 

The provision of defined road carriageways through the provision of edge line marking has 
been implemented for some time on streets in Orange with the following benefits: 

 Defined road carriageway in the centre of our wider roads 

 Better site distance for motorists at intersections and a uniform and predictable travel 
route for approaching vehicles. 

 Increased safety for parked vehicles, cyclists and pedestrians  

 Average speed reduction. 

The Road Rules that relate to marked edge lines are contained in clause 150 of the NSW 
Road Rules as follows: 

150   Driving on or across a continuous white edge line 

(1)  A driver must not drive on or over a continuous white edge line on a road unless subrule (1A) 
or (1B) applies to the driver. 

Maximum penalty: 20 penalty units. 

Note 1. 

 Edge line is defined in the Dictionary. 

Note 2. 

 A driver must not stop at the side of a road marked with a continuous yellow edge line—see rule 
169. 

(1A)  A driver may drive on or over a continuous white edge line on a road if the driver is: 

(a)  overtaking a vehicle that is turning right, or making a U-turn from the centre of the road, and is 
giving a right change of direction signal, or 

(b)  driving a slow-moving vehicle, and it is necessary for the driver to drive on or over the edge 
line to allow the vehicle to be overtaken or passed by another vehicle, or 

(c)  driving a vehicle that is too wide, or too long, to drive on the road without driving on or over 
the edge line, or 

(d)  carrying out functions under the road transport legislation or complying with a direction given 
by a police officer or other person carrying out functions under the road transport legislation, or 

(e)  avoiding an obstruction. 

Note 1. 

 Centre of the road, obstruction, overtake, right change of direction signal and U-turn are defined 
in the Dictionary and road transport legislation is defined in the Act. 

Note 2. 

 Subrule (1A) (d) is not uniform with the corresponding paragraph in rule 150 of the Australian 
Road Rules. However, the corresponding paragraph in the Australian Road Rules allows another 
law of this jurisdiction to permit a driver to drive on or over a continuous white edge line on a road. 
Different rules may apply in other Australian jurisdictions. 
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(1B)  A driver may drive on or over a continuous white edge line on a road for up to 100 metres if 
the driver is: 

(a)  turning at an intersection, or 

(b)  entering or leaving the road, or 

(c)  entering a part of the road of one kind from a part of the road of another kind (for example, 
moving to or from a service road, a shoulder of the road or an emergency stopping lane), or 

(d)  stopping at the side of the road (including any shoulder of the road). 

Note. 

 Intersection and service road are defined in the Dictionary, emergency stopping lane is defined in 
rule 95, and shoulder is defined in rule 12. 

(2)  This rule does not apply to the rider of a bicycle or animal. 

Note. 

 Bicycle is defined in the Dictionary. 

(3)  For this rule, a driver drives over a continuous white edge line on a road if: 

(a)  for a line on the far left side of the road—the driver’s vehicle is wholly or partly to the left of the 
line, or 

(b)  for a line on the far right side of the road—the driver’s vehicle is wholly or partly to the right of 
the line. 

Additionally, bicycle symbols have been placed onto the outside of the edge line marking to 
indicate a bicycle shoulder, but these bicycle shoulders are distinctly different to that 
previously presented to the Committee in appearance and legal status because they do not 
have the second C1 line on the kerb side as shown below on the left hand side of the 
diagram.   

Updated regulations for the implementation of bicycle lanes now also require the stencilling 
of the words Bicycle Lane in order for their special legal status to be enforced. 
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Figure 1: Traditional bicycle lane configuration (Austroads) 

 

Active Travel Plan 

The draft Orange Active Travel Plan Part B details the implementation of proposed 
initiatives to increase the safety and amenity for bicycle riders on designated routes.  This 
report prepared by GHD, Aspect Studios and Sala4d recommends the use of bicycle 
shoulders in Orange where street widths permit, per the diagram below. It should be noted 
that although the markings appear similar to a bicycle lane, the markings below cannot 
technically be called a bicycle lane as it does not feature a second line or the stencilling 
referred to earlier in the report. “Bicycle shoulder” would therefore be a more accurate 
description. These bicycle shoulder markings have previously been installed on the State 
Road network in Orange on Forbes Road at the request of the Roads and Maritime Services 
(RMS) some three years ago as a solution to providing rider amenity where road width and 
parking conditions are inconsistent. A consistent delivery method should be a high priority 
in bike rider amenity throughout the City to ensure legibility and understanding for bike 
riders and vehicle drivers.  

The width of many streets throughout Orange, in combination with sparsely populated 
parking lanes, mean that there is a significant gap between the vehicular travel lane edge 
line and the kerb. It has been noted that this results in bicycle riders tending to move some 
distance away from the edge line, to maximise the space between themselves and traffic. If 
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a bicycle lane were to be installed (incorporating two lines) then the implication would be 
that bicycle riders should travel between those lines; there has already been some 
conjecture from the public about the bicycle symbols used being “too close to traffic”.  

Therefore, the assessment made by the Active Travel Plan team, was that using the edge 
line and symbol to create the bicycle shoulder per the RMS requested example on Forbes 
Road provided sufficient separation for bicycle rider comfort.  

It should be noted that, where width allows, the additional marking required to implement a 
bicycle lane per the guidelines can be retrofitted at a later date should the Traffic 
Committee request them. 

 

 
Figure 2 : Typical bicycle shoulder arrangement 

 
  



CITY OF ORANGE TRAFFIC COMMITTEE 8 MAY 2018 
3.9 Implementation of Edge Line and Bicycle Lane Markings 

Page 8 

Future works 

It is proposed to install further edge line marking on additional roads within the city of 
Orange where road widths permit.  Where edge lines are installed a broken separation line 
will be provided where no centre line marking exists to better define the travel lane. Roads 
proposed to be provided with edge line marking in the current financial year include: 

 

ROAD LOCATION TRAVEL LANE 
WIDTH 

BICYCLE 
SHOULDER 
MARKING 

March Street Woodward to Peisley 3.25m Y 

William Street March to Byng 3.25m N 

Anson Street Moulder to March  3.25m Y 

Lords Place Moulder to March 3.25m Y 

Table 1 – Proposed edge line and bicycle symbol installations 
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3.10 COUNCIL DESIGN - PEDESTRIAN KERB BLISTERS - WOODWARD STREET 

RECORD NUMBER: 2018/1161 
AUTHOR: Courtney Smolenski, Strategic Planning and Design Engineer      
  

 

EXECUTIVE SUMMARY 

Council has been awarded funding as part of ‘Safety Around Schools’ to complete some 
minor modification and line marking works for the installation of pedestrian kerb blisters on 
Woodward Street. The signage and line-marking plans for this work are attached. 

LINK TO DELIVERY/OPERATIONAL PLAN 

The recommendation in this report relates to the Delivery/Operational Plan strategy “15.1 
Our Environment – Maintain and renew traffic and transport infrastructure assets and 
services as specified within the Asset Management Plan at agreed levels of service”. 

FINANCIAL IMPLICATIONS 

Roads and Maritime Services funded project. 

POLICY AND GOVERNANCE IMPLICATIONS 

Nil. 
 

RECOMMENDATION 

That Council implements signage and line-marking changes for pedestrian kerb blisters on 
Woodward Street adjacent to Elephant Park as per the attached plans. 
 

FURTHER CONSIDERATIONS 

Consideration has been given to the recommendation’s impact on Council’s service delivery; 
image and reputation; political; environmental; health and safety; employees; stakeholders 
and project management; and no further implications or risks have been identified. 

SUPPORTING INFORMATION 

Council has been awarded funding as part of ‘Safety Around Schools’ to complete some 
minor modification and line marking works for the installation of pedestrian kerb blisters on 
Woodward Street. The signage and line-marking plans for this work are attached. 
 

 

ATTACHMENTS 
1 Attachment - Council Design - Pedestrian Kerb Blisters - Woodward Street, 

D18/23224  
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3.11 DESIGN PLANS - MOULDER STREET AND HILL STREET INTERSECTION 

RECORD NUMBER: 2018/1162 
AUTHOR: Courtney Smolenski, Strategic Planning and Design Engineer      
  

 

EXECUTIVE SUMMARY 

Council has been awarded funding as part of ‘Safety Around Schools’ to complete some 
minor modification and line marking works at the intersection of Moulder Street and Hill 
Street.  

LINK TO DELIVERY/OPERATIONAL PLAN 

The recommendation in this report relates to the Delivery/Operational Plan strategy “15.1 
Our Environment – Maintain and renew traffic and transport infrastructure assets and 
services as specified within the Asset Management Plan at agreed levels of service”. 

FINANCIAL IMPLICATIONS 

Roads and Maritime Services funded project 

POLICY AND GOVERNANCE IMPLICATIONS 

Nil. 
 

RECOMMENDATION 

That Council implements signage and line-marking changes at the Intersection of Hill 
Street and Moulder Street as per the attached plans.  
 

FURTHER CONSIDERATIONS 

Consideration has been given to the recommendation’s impact on Council’s service delivery; 
image and reputation; political; environmental; health and safety; employees; stakeholders 
and project management; and no further implications or risks have been identified. 

SUPPORTING INFORMATION 

Council has been awarded funding as part of ‘Safety Around Schools’ to complete some 
minor modification and line marking works at the intersection of Moulder Street and Hill 
Street. The signage and line-marking plans for this work will be provided. 
 

 

ATTACHMENTS 
1 Attachment - Design Plans , D18/23305  
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